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Leaflet-No. 0121.05.04 GB

Supplements No.
Replaces No. 0121.06.02 GB

Gear pump aggregate

GFZ-N

Technical data:

Medium: Mineral oil
Please, contact us, if different media
are to be used

Viscosity: 16 .... 1350 cP

Medium temperature: -15 .... +80 °C

Ambient temperature: -20 .... +40 °C

Delivery pressure: see overleaf

Volume flow: 0,8 .... 13,8 l/min
Volume flow depends on medium
viscosity, operating pressure, and pump
speed.

Materials:
Gasket: NBR or FPM
Media-contacted parts: St,Al

Motor:

Mounting dimensions and allocation of
services in conformity with DIN 42677.

Construction type: V18 acc. to
DIN IEC 34 part 7

Flange: C120 acc. to DIN 42948
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1= Connector for delivery line G3/8 (3x)
2= Connector for delivery line G1/2
3= Connector for delivery line M10x1
4= Suction connector G1/2
5= Connector G1/2

(possibly for external suction connector)
6= Return flow hole from pressure control

valve
7= Connector G3/8, alternative to item 6

(item 6 to be closed with lock scerw)
8= Pressure control valve
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- -Subject to modifications

Purchase-example:
Gear pump aggregate with a delivery
volume of 9,0 l/min., motor group B,
pressure control valve 2, gasket material
NBR, motor voltage 230/400V, frequency
50Hz and system of protection IP55

Purchase-designation:
GFZ-N / 9,0 / B / 2 / P : 230/400V 50Hz IP55
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Purchase-designation:

Gear pump aggregate GFZ-N :
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Calculation of volume flows has been
based on motor speeds as follows

(at = 0,95):�v


