- Subject to modification -

WOERNER

ZENTRALSCHMIERANLAGEN

. . L. . Level switch
KFR-C with surge protection erlng dlagram Z5A KFR-C
-i i 2 3 45 6 -
E;L:tgzlrzscg:re)%:tlgré%hé:)%m B Plug-in connection DIN 43651
with LED B Change-over contact bistable
(not part of the delivery extent) " Iv";"r’n?r‘:gt"h'"g points for pre-
. Application:
Lr—— = "'V'F{ 2030410510 For the detection of liquides levels in
S g reservoirs.
10 ®6 = v Function:
o T=J2  Flange m In the lower end of the conductor pipe there
— are two Reed contacts having a difference
| | distance of 25mm for pre-warning and
LIl 111 disconnection. The switching function is
‘ Y e L2 bistable.
Sealing The plug-in connection with LED-inset is not
level |1 level i )
| | upperievel lowerieve part of the delivery extent.
| | Switching position = float upper level
Tchnical Data - General:
| | Operating pressure max: 10 bar
Drill m Temperature range: 0...90°C
7o) | | patte Mounting position: vertically + 20 °
?' Material:
- | | Internal pipe D 18: CU-alloy
. I External pipe D 60: Al-alloy
Sl | | Flange: Al-alloy
All . Float: 1.4571
— | | Sealing: Abil
— Protection type: IP65
| | Protection class: |
]:[ Pre- Plug-in connection: DIN 43651
] r T warning Flange: drillingscheme DIN 24557 part2
== == WeightatL1=300: 0,45k
4 |- uj B g g
i | _Min_ Technical Data - Reed Contacts:
| 1== ‘77 4 == Switching voltage:
o normally 10...230VUC
© L J with LED-inset 18..30VDC
L T 4 Plug-in connection with LED-inset if Switching current max.: 1A
—L — require: ) Switching power max.: 40/60 W/VA
260.5 Plug-in connection 913.400-36 For inductive an capacitive loads, sup-
LED-inset 913.400-39 pressor circuits shall be provided for.
(Diode, RC element, varistor)
Order designation: Level switch | ®rD /O/O/0/0/0/0/0/0/0
| ] |
itchi i Length
Flange Float Surge L1 SwitchinSW:)ti:thmg fur.'clfIZOQ\/Svitchin oint Plug-i"’] L | L? I L2
protection downg p pre-warngin% connection [mm| [mm]| [mm]
ith (M) | Shange-over Gog) | Change-over (yog) | DiN43e51 (Z5A) | 215 : 155 I13o*
A K difference 25mm difference 25mm I
6 bore-holes Stainless |
steel 346 | 286 [261%%*
state in the
order
* =05.4.3.3-A Daimler Chrysler-BV

*%=05.4.3.3-B Daimler Chrysler-BV

% The plug-in connection with LED-inset

is not part of the delivery extent.
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