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165.160 EUGEN WOERNER GmbH & Co.KG
Postfach 1661 D-97866 Wertheim
Am Eichamt 8 D-97877 Wertheim
(09342)803-0 Fax(09342)803-202

E-Mail: info@woerner.de

WOERNER

ZENTRALSCHMIERANLAGEN

Distributor
VOE-B
165.160 — 71T

Application:
In OL® single-line lubrication systems

Technical Data:
Operating pressure air

max.: 10 [bar]
min.: outlet pressure + 1 [bar]
Operating pressure oil
max.: 45 [bar]
min.: outlet pressure +20 [bar]
Relief pressure oil: < 1,2 [bar]
Lubricant: mineral ol
Viscosity: up to 3000 [mm?/s]
Temperature range at
seal material
Perbunan: -20 + +80[°C]
Viton: -20 + +160 [°C]
N“""b*” Dimensions Weight
uu(t‘ul“ A vﬂ]{“] B8 kdl
| VOE-B 2 50 | 36| 04
VOE-B 4 86 | 72 0.7
VOE-B 6 | 122 | 108 10
voE-B| 8 158 | 14 14
[voE-B| 10 | 194 | 180 1.7

Instruction to Dimensional Drawing:

Pos.
1 = Distributor housing
2 = Metering element
3=0utlet G %
4 = Qil connection G Vs
5 = Delivery connection G
6 = Air regulator screw
7 = Screw plug
(only type:
main line connection one-end)

Operating Principle:

The amount of lubricant supplied by the
metering elements is separately fed to the
individual outlet ports. Each outlet port is
provided with an air regulator screw which
permits setting of the required air flow. To
outlet ports which are not required blind-
elements (DEB-D/O/V) can be fitted. The
outlet port must be closed with a plug
TL-8-090 WN 147.

Scheme of function metering element on
the back.

Leaflet-No. 0152.08.94 GB
Supplements No.
Replaces No.  0152.02.90 GB
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Metering element

|

Number Metered Seal material
of Main tne quantity metering
outlets connections [mm3/outlet] elements
Nitril-
0 = caoutchouc
@ NBR for example
@ Perbunan
® 2 - ®
@ both ends 3L =
57 =
X Viton
®| ™ ©
170 =
one-end
230 =

Order Designation: Metering element
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Spare Parts:
Pos Designation Order No.
1 Countersunk screw 917.300-02
2 Clamp 160.207-45
3 Metering element see order
DEB-D/../ designation
including pos. 15
4 Blindelement see order
DEB-D/O/ designation
including pos. 15
5 Closing cap 160.252-45
6 Block 2place 165.051-25
4place 165.061-25
6place 165.062-25
8place 165.063-15
10place 165.064-15
7 Adjustable screw 165.337-65
including pos. 8
8 O-ring 4,47 x1,78 915.200-33
9 Valve 915.400-20
10 Pressure spring 911.200-05
11 Check valve 165.085-65
complete
12 Screw plug 179.015-65
R 1/8" complete
13 Screw plug 500.018-65
R 1/4" complete
14 Vent screw 165.167-64
complete
15 O-ring 2,5x1,2
Perbunan 915.200-09
Viton 915.200-10

EUGEN WOERNER GmbH & Co.KG
Postfach 1661 D-97866 Wertheim
Am Eichamt 8 D-97877 Wertheim
(09342)803-0 Fax(09342)803-202
E-Mail: info@woerner.de

Ordering Example:

Distributor VOE-B with 4 outlets, main

line connections one-end and metered

quantity 22 [mm?]

57 [mm’]

110 [mm?]
230 [mm?]

Seal material:

Metering element = Perbunan

Order designation: Distributor
VOE-B/4/2-2/4/5/7/P

Order designation: Metering element
DEB-D/5/P (metered quantity 110 mm?)

Order designation: Blindelement
DEB-D/O/P

Accessory:
Protective stopper TL-8-090 WN 147
Order No. 914.700-04

Scheme of Function:

rr

i 4

Main line Lubricating point line

Inoperative position. No supply of lubri-
cant in the main line.

Supply of lubricant and pressure build up
in the main line. The metered quantity of
lubricant is forced to the lubricating point
line.

Pressure relief in the main line. The lubri-
cant in the metering elements is shifted.



