- Subject to modifications -

11.5

Type SBB-A/A

22

G1/8

1 SW12

SW14 2

|

912

=]
A I
%) 5 -
SN
7.5 30
15 L2100
Type SBB-A/B
11.5 22 G1/8 ' P
Iy
o _ 3_ | J: |
” e e = I PE
() ol &
~ &ﬂ ®
7.5 30
45 L 2100 Swi4
5 3
Li‘ I
e} ,H 7“ o o~
) HEJ/ I -
o | 6.6 4
3 11

Mixing nozzle SBB-A/A and SBB-A/B

330.180

EUGEN WOERNER GmbH & Co.KG

Postfach 1661
Am Eichamt 8

D-97866 Wertheim
D-97877 Wertheim

7% (09342)803-0 Fax(09342)803-202
E-Mail: info@woerner.de

WOERNER

ZENTRALSCHMIERANLAGEN

Mixing nozzle
(Round spray) >
>

Type SBB-A/A straight version
Type SBB-A/B angled version

Application:

Mixing nozzles are used for spraying of oil
and grease. Other spray media by request.

Technical data:

Spray medium:
Qil up to 23000 mm?/s

Grease up to NLGI-class 3
Nozzle drilling D:
for oil 1,0mm
forgrease 1,5mm
Operating temperature:
with polyamid tube 0...80°C
with teflon tube 0...230°C
Bearing lengths: L=100mm
L=150mm
L=300mm

At low temperatures the operating pene-
tration of the grease must be taken into
account.

Instruction to dimensional drawing:

ltem

1 Nozzle tube with nozzle
external tube polyamid or teflon
Airhood, adjustable

Air connection

Connection block

Spray media connection
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Operation:

Air and lubricant are supplied by separate
inlets and are united not before the nozzle.
Due to the flexible conduction the nozzle
head can be bended into the best spraying
position where it persistsin.

Leaflet No. 0052.12.02 GB
Supplements No.
Replaces No.  0052.01.88 GB
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Spray patterns:
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Lubricant: oil 120 mm?/s
Air pressure 1 bar
——=Airhood opened about 1 rotation

------ =Air hood opened about 1/4 rotation
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Air hood opened about 1 rotation

Lubricant: grease, NLGlI class 0
(sprayable from 1 bar air pressure on)
——=Airpressure 5bar

------ =Airpressure 1 bar
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Opened about 1/4 rotation
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Air pressure in bar
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Air consumption in Nm?3h at 20°C
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Order-designation:

Mixing nozzle

GEeAO/O/O/O

Angled version

&)

(for grease)

Spray head Nozz[lrcre]rtrj];uhng L?nmgrgi L Tube material
straight version (for oil) Polyamid

O]

Teflon

- Subject to modifications -

Air consumption dependent on air pressure
and opening of the air hood with 1/4, 1/2 and
1 rotation.

No spraying when the air hood is closed.

Ordering-example:
Mixing nozzle SBB-A/A straight version, for

oil (nozzle drilling 1 mm), tube material
polyamid (0...80°C)

Order-designation:

Mixing nozzle SBB-A/A/1,0/300/P



