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KTR-D
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WOERNER

ZENTRALSCHMIERANLAGEN

Thermo Regulator
KTR-D

B Regulation and monitoring of tempe-
ratures

B max.3functions

Function:

The thermostates work on the principle of
liquid expansion. The system is composed
of sensor, capillary tube and membrane.
When heating up the sensor the expansive
liquid is displaced by the capillary tube into
the membrane activating there a working
stroke. This working stroke actuates the
snap switch effecting the opening and
closing of the potential-free contact.

The regulatores have separate systems,
wich are placed together in one protective
sleeve.

The housing cap is transparent. For the
electrical connection the housing cap (4
screws) and the front plate (1screw) have to
be detached.

Technical Data - General:

Protection type: IP65
Ambient temperature: -40...+80°C
Operating pressure max: 16 bar
Material: Housing makrolon

Immersion shell high steel 1.4301

Immersion shell brass CuZn37F38
Electr. connection flat plug

6,3x0,8 (DIN46244)

Thermostate: T5

Contact material: silver
Switching voltage max.: 250VUC
Switching currentmax.:  16A-AC; 4A-DC
Switch precision:* +3°C
Switch difference max.:* 5°C
Regulation range: 0..80°C

* Switching accuracy:

The given accuracy data are related to an
ambient temperature of 25°C for the ther-
mostat casing and to a temperature chan-
ging speed of the medium of <0,5°C/min.

Leaflet No.

Supplements No.
Replaces No.

0482.07.03 GB
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Connection diagram
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Minimum wetting
1...3 functiones >80mm

Order designation:

Thermo regulator | /O/O/O/O/Q/Q |
l

[

View Number of Submerged Functiones
functiones length L= location 1| location 2 | location 3
Protective sleeve Brass M | |
at narrow side High steel V T5 Thermostate with contact silver
° ; 0...80 °C hysteresis 5°C
90° operation o L= 400 (V400
Cable entry at =
narrow side 3
E L= 500
= 2 (2) @) |
36 )
KTR-D/1/2/V400/T5/T5 477.406-60
KTR-D/1/2/M500/T5/T5 477.406-65
KTR-D/1/3/V400/T5/T5/T5 477.426-60
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