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Two-line LT 1 1 |
distributor

VZB-A I B T A
Use:

These units are used in two-line central
lubrication systems for lubricant pro-
portioning.

Technical data:

Operating pressure

max.: 150 bar
min.: Outlet pressure + 5 bar
Medium: Oiland grease

uptoNLGlI-class 3

Temperature range: -20...+80°C
In case of low temperatures, grease's
operational penetration should be taken
care of.

Recirculation volume peroutlet: 0,24 cm?®
Material: Aluminium

Electrical data:

Max. supply voltage: 36V=
Max. switching power: 0,9 W/VA
Max. load current: 25mA
Degree of protection: IP 65, DIN40050

Wiring diagram: 100 R

B A
3

Note to the dimensional drawing:
= tolubrication point
m) Mainlineslandll

Iltem 1=Double proportioning volume at
one outlet: Interconnect outlets by
removing the setscrew. Close the
redundant outlet by means of the
A14x18x1,5 DIN 7603 sealing ring
and G1/4 DIN 908 lock screw.

ltem2=Main line closure and deaeration
via the A 18x22x1,5 DIN 7603
sealing ring and G 3/8 DIN 908 lock
screw.

Leaflet-No. 0223.02.04 GB

Supplements No.
Replaces No.  0223.01.04 GB
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Switching bridge:
Purchase-no. 259.460-65

Explanation:

CD = opposite outlets
connected

e = opposite outlets
disconnected

. . /
double proportioning single proportioning
volume plus single pro- volume

portioning volume of the
2nd proportioning element

T3

double proportioning
volume of both pro-
portioning elements

DZB-A
with electrical control
on both sides

= =D

DzZB-C
without control

Proportioning element versions:

DZB-B
with electrical control
on one side

[J=]

DZB-E
without control
and visible indication

=

DZB-D
with one-side electrical control
and visible indication
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=

DzZB-O
for redundant
outlets
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Mode of operation and functional scheme:

Figure 1: Distributor is in idle position with
no lubricant being delivered. Both the pro-
portioning and control piston are in their
right-side home positions.

Figure 2: In case of pressure build-up at
input connection I, the control piston is
displaced to the left.

Figure 3: By displacing the control piston
(figure 2), the input connection is linked with
the proportioning space. The proportioning
piston is pressed to the left and proportio-
ned lubricant volume delivered through
outlet 1 to lubrication point.

Figure4:The proportioning piston has
reached its left-side home position, whilst
input connection Il requires pressure relief.
Lubricant delivery through outlet 2 is made
analogously by way of pressure build-up in
input connection |.
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Purchase-example:

Distributor VZB-A with 4 elements (4), main connections on both
sides (2),

1. Proportioning element: without control (DZB-C) with 4cm? (40)
proportioning volume, single outlet type (1), without switching
bridge (0),

2. Proportioning element: without electrical control with visible
indication (DZB-E), 0,5cm? (05), double outlet type (3), without
switching bridge (0),

3. Proportioning element: with one-side electrical control (DZB-B)
with 1,25cm?(12), single outlet type (1), switching bridge (4),

4. Proportioning element: with one-side electrical control (DZB-B)
with 1,25cm?® (12), double outlet type (3), switching bridge (4),
gasket material Perbunan

EUGEN WOERNER GmbH & Co.KG
D-97866 Wertheim
D-97877 Wertheim

Postfach 1661
Am Eichamt 8

Purchase-designation:

DistributorVZB-A/4/2/C40/10/E05/30/B12/14/B12/34/P

Purchase-example in relation to the 1st proportioning element:
Proportioning element DZB-C/40/P
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Spare parts list:
Item Designation

1 Connecting plate
1-point
2-point
3-point
4-point
5-point
6-point

2 O-ring 5x1,5
Perbunan
Viton

3  Lock washer 8
DIN 7980

4  Cap screw
M8x45 DIN 6912

5  Proportioning element

DZB-B

6  Proportioning element
DZB-C

7  Lock washer 6
DIN 7980

8  Cap screw
M6x45 DIN 6912

Purchase-no.

259.434-35
259.435-35
259.436-35
259.437-25
259.438-25
259.439-25

915.200-34
915.200-35

807.980-04

806.912-49

see purchase-

designation

see purchase-

designation

807.980-03

806.912-31
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