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Leaflet-No. 0128.04.04 GB

Supplements No.
Replaces No. 0128.06.03 GB

Lubricant dispenser XVA-A

Lubricant dispenser XVA-A

Operation:

Technical data:

Input and display

Operating display:

Display in case of malfunctions:

Test function:

Reservoir volume: 125 or 250 cm³

Delivery volume and
dispensing period: adjustable

in various rates
see table

Delivery volume
per interval: 0,33 cm³

Operating temperature: -15 ... +60°C

Operating pressure at max.: 20 bar

Pressure build-up at max.: 55 bar

Lubricant: Grease NLGI-class 1 up to 2

Weight
XVA-A/125: 0,85 kg
XVA-A/250: 1,00 kg

Power supply: Battery pack 4,5 VDC

Battery and grease filling can be replaced.

!

Input via functional keys

– Symbol to indicate the dispensing
period set

– Number of days remaining until cycle
completion

– Reservoir volume

– Reservoir - empty message
– Low battery power
– Motor overload
– Number of days since malfunction
– Number of days since cycle completion

–

.

Electronically driven lubrication unit.

In case of low temperature, grease pene-
tration needs to be considered

To check delivery function, turn motor
for two minutes on. The values set will
be kept as they are

Due to the unit's easy to handle micro-
processor control system, delivery volume
can be adapted to the lubricant requirement
very easily.
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Spring

Pressure plate

Grease pouch

Top cover

Main body

Piston

LCD

Threaded
connector

Return valve
Motor

Gear

Construction:

The lubricant dispenser consists of:

Main body with proportioning pump,
motor and gear as well as of the
electronic controlling and monitoring
devices

Top cover with spring-loaded pressure
plate

Battery pack

Grease pouch

—

—

—

—

Display
inform.
(mark)

H

1

2

3

6

12

Dispensing period

½ Month

1 Month

2 Months

3 Months

6 Months

12 Months

Delivery volume per day

Reservoir volume 125 cm³

8,3 cm³

4,2 cm³

2,1 cm³

1,4 cm³

0,7 cm³

0,3 cm³

Reservoir volume 250 cm³

16,6 cm³

8,3 cm³

4,2 cm³

2,8 cm³

1,4 cm³

0,7 cm³

Start-up:

Lubricant dispenser switch-off:

1. Turn lubricant dispenser on:
– Depress "POWER" button for two

seconds.
The red LED starts flashing, whilst LCD
is activated.

2. Set reservoir volume:
– Use "TEST" button to set correct

reservoir volume (displayed on LCD).
3. Set dispensing period:
– Depress "MODE" button until the mark

for the required dispensing period
appears on LCD.

– Depress "POWER" button until LCD-
display goes off.

Functional test:

– Depress "TEST" button for two se-
conds.

– On LCD, the indication "tSt" (TEST)
flashes, whilst a gear mesh sound is
audible. Grease delivery can be
watched. If the unit does not function in
test mode, it should be sent back to
WOERNER for checking.
After two minutes, test mode is stopped
automatically and control returns into its
previous condition.

To stop functional test actively:
– Depress "TEST" button shortly.
– Functional test will end within 20

seconds.

Lubricant delivery volume can be ad-
justed in six rates

Display window (LCD) showing button
arrangement:
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Purchase-example:

Purchase-designation:
XVA-A/ 125 / 01

For a lubricant dispenser with 125 cm³
grease pouch and Klüber MS lubricant

Purchase-example:

Purchase-designation:
ZXV-A/ 4 / 125 / 01

For a delivery consisting of 4 pieces
service pack, 125 cm³ lubricant volume
and Klüber MS lubricant

XVA-A

Main unit Lubricant

for 125 cm³
grease pouch

125

for 250 cm³
grease pouch

250 Klüber MS

without

01

0

Purchase-designation:

Lubricant dispenser

Grease pouch and battery replacement

1. Remove external dust cover
(not shown)

2. Unscrew top cover "1"

3. Remove and dispose the used grease
pouch "2" and battery pack "3"

4. Insert new battery pack "3"

5. Screw new grease pouch "2" in
(mind the size)

6. Screw top cover "1" on

7. Depress RESET-button

8. Set dispensing period and reservoir
volume

9. Refit external dust cover

ZXV-A

Quantity Lubricant volume Lubricant

1 piece 125 cm³

4 pieces 250 cm³

Klüber MS 01

125

250

Purchase-designation:

Service pack
(lubricant, battery
and auxiliaries)

1

4
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Lubricant dispenser with assembly
angle and G1/8 female thread adapter:

Designation: Purchase-no.:

Assembly angle
with adapter G1/8i: 101.208-65

Adapter G1/8i: 505.151-45
(without assembly angle)

Lubricant dispenser with VPB pro-
gressive distributor:

Designation: Purchase-no.:

Adapter G1/8a: 952.600-35

For progressive distributor purchase desig-
nation please see leaflets
no. 0177 (VPB-G) and
no. 0378 (VPB-B).

Adapter

Progressive
distributor

Adapter

Hex-nut M18

Mounting angle


